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TABLE R302.1(1)
EXTERIOR WALLS

EXTERIOR WALL ELEMENT . MINIMUM FIRE-RESISTANCE RATING MINlP-JUM FIRE SEPARATION DISTANCE
. . 1 hour—tested in accordance with ASTM E119
Walls Fice-resistance rated or UL 263 with exposure from both sides <5 fect
" Not fire-resistance rated 0 hours 2 5 feet
| Not allowed N/A < 2 feet
|  Projections Fire-resistance rated 1 hour on the underside*® =2 fect to <5 feet
Not fire-resistance rated 0 hours = 5 feet
Not allowed N/A < 3 feet
Qpemngs 25% maximum of wall area 0 hours 3 feet
in walls | }
Unlimited 0 hours [ 5 feet
| Comply with Section R302.4 <3 feet
Penetrations All B !
None required l 3 feet

For SI: 1 foot = 304.8 mm.
N/A = Not Applicable,
a. Roof eave fire-resistance rating shall be permitted to be reduced to 0 hours on the underside of the eave if fireblocking is provided from the wall top plate to
the underside of the roof sheathing
I b. Roof eave fire-resistance rating shall be permitted to be reduced to O hours on the underside of the eave provided that gable vent openings are not installed

TABLE R302.1(2)
I l EXTERIOR WALLS—DWELLINGS AND ACCESSORY BUILDINGS WITH AUTOMATIC RESIDENTIAL FIRE SPRINKLER PROTECTION
N - MINIMUM MINIMUM FIRE
EXTERIOR WALL ELEMENT FIRE-RESISTANCE RATING SEPARATION DISTANCE
. 1 hour—tested in accordance with ASTM E119

Walls Fire-resistance rated or UL 263 with exposure from the outside Oiest

Not fire-resistance rated 0 hours 3 feet*
| Not allowed N/A < 2 feet
| Projections Firc-resistance rated 1 hour on the underside®® 2 feet®

Not fire-resistance rated 0 hours 3 feet
o Not allowed N/A < 3 feet

Openings in walls —= ~
Unlimited 0 hours 3 feet®
. Comply with Section R302.4

Penetrations All Py i .mn <3 feet

None required 3 feel®

For SL: 1 foot =304.8 mm.
N/A = Not Applicable
| | a. For residential subdivisions where all dwellings are equipped throughout with an automatic sprinkler system installed in accordance with Section R313, the
fire separation distance for nonrated exterior walls and rated projections shall be permitted to be reduced to O feet, and unlimited unprotected openings and
penetrations shall be permitted, where the adjoining lot provides an open setback yard that is 6 feet or more in width on the opposite side of the property line.

b. The roof eave fire-resistance rating shall be permitted to be reduced to 0 hours on the underside of the eave if fireblocking is provided from the wall top plate
to the underside of the roof sheathing.

. The roof eave fire-resistance rating shall be permitted to be reduced to 0 hours cn the underside of the eave provided that gable vent openings are not installed.

| FIG.1 | Fire Separation Distances & Openings
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* 1-hour fire rating * 1-hour fire rating

* No openings + No openings
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